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IDKG-Vorbauschutz
für die SB-Systeme:
ProCash 2000(xe) und ProCash 2100(xe)

D:PC200-AFCRTTU NRK Vorbauschutz IDKG 2000 Spur oben

D:PC200-AFCRTTD NRK Vorbauschutz IDKG 2000 Spur unten
D:PC200XE-AFCRTTU NRK 2000xe Spur oben Vorbauschutz IDKG
D:PC200XE-AFCRTTD NRK 2000xe Spur unten Vorbauschutz IDKG
D:PC200-UGAFCRTTUS NRK Vorbauschutz IDKG 2000xe Spur oben SE
D:PC200-UGAFCRTTDS NRK Vorbauschutz IDKG 2000xe Spur unten SE
D:PC210-AFCRTTU NRK Vorbauschutz IDKG 2100 Spur oben
D:PC210-AFCRTTD NRK Vorbauschutz IDKG 2100 Spur unten
D:PC210XE-AFCRTTU NRK 2100xe Spur oben Vorbauschutz IDKG
D:PC210XE-AFCRTTD NRK 2100xe Spur unten Vorbauschutz IDKG
D:PC210-UGAFCRTTUS NRK Vorbauschutz IDKG 2100xe Spur oben SE
D:PC210-UGAFCRTTDS NRK Vorbauschutz IDKG 2100xe Spur unten SE

i Diese Anleitung beschreibt die Nachrüstung des Vorbauschutzes für
das ID-Kartengerät im ProCash 2000, ProCash 2000xe, ProCash 2100
und ProCash 2100xe.
Im folgendem Text werden die Arbeitsschritte, die für beide
Systemausprägungen gelten, wie folgt zusammengefasst:
ProCash 2000(xe) für ProCash 2000 und ProCash 2000xe und
ProCash 2100(xe) für ProCash 2100 und ProCash 2100xe.
Diese Montageanleitung beinhaltet nur die Hardwareintegration und die
Verkabelung im Gerät.
Allgemeine Hinweise zur Bedienung des ProCash 2000(xe) und
ProCash 2100(xe) finden Sie in der Bedienungs- und Serviceanleitung
zu diesen Geräten.
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Voraussetzungen für die Nachrüstung

Für die Nachrüstung des IDKG-Vorbauschutzes, in den Geräten
ProCash 2000(xe) und ProCash 2100(xe), sind keine zusätzlichen
Vorbereitungen notwendig. Alle Komponenten können am Gerät nachgerüstet
werden.

Darstellungsmittel

− Texte, die dieser Markierung folgen, sind Aufzählungen.

„“ Texte in Anführungszeichen sind Verweise auf andere Kapitel oder
Abschnitte.

• Texte, die dieser Markierung folgen, beschreiben Tätigkeiten, die Sie in der
vorgegebenen Reihenfolge ausführen sollen.

Texte, die dieser Markierung folgen, müssen Sie besonders beachten,
um Gefährdungen und Verletzungen zu vermeiden.

i Texte, die dieser Markierung folgen, sind allgemeine Hinweise, die zur
Erleichterung von Arbeiten oder Vermeidung von Fehlern beitragen.
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Übersicht des Karteneingabefachs im
Bedienfeld

Karteneingabefach vor der Montage des IDKG-Vorbauschutzes

Karteneingabe ohne Vorbauschutz

Karteneingabefach nach der Montage des IDKG-Vorbauschutzes

Karteneingabe mit Vorbauschutz
Spur oben

Karteneingabe mit Vorbauschutz
Spur unten
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Lieferumfang

Pos. Bezeichnung Materialnummer Menge

1 Produktkarte 01750015370 1

1 Vorbauschutz IDKG PC 2000 Spur oben
oder
Vorbauschutz IDKG PC 2100 Spur oben

01750076373

01750078264

1

1

2 Vorbauschutz IDKG PC2000 Spur unten
oder
Vorbauschutz IDKG PC2100 Spur unten

01750076374

01750078265

1

1

3 IDKG-Blende 01750069860 1

4 Schutzfolie (Dichtung) 01750019466 1

5 Shutter 01750076945 1

6 Steckerbrücke 01750076444 1

7 Traversenträger* 01750083059 1
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Pos. Bezeichnung Materialnummer Menge

8 Kabel IDKG-Manip.-schutz (AZM-NG)
oder
Kabel IDKG-Manip.-schutz (CMD-V4)
oder
Kabel IDKG Manip.-schutz (SE Reserve
2)

01750075851

01750075857

01750083512

1

1

1

9 Plastite Senkschraube: PE 45 GR; 3; 8 9570308621 4

10 Adapterkabel Reserve 1 + ASKIM** oder
Adapterkabel Reserve 1 + ASKIM / SOP**

01750083060***
01750082426

1
1

11 Kabelbinder max. 22 mm; 4108707637 10

Befestigungsschelle (ohne Abbildung) 7347500337 5

Montageanleitung (ohne Abbildung) 01750078732 1

* Der Traversenträger wird nur beim ProCash 2100 mit außenliegenden
Anschraubdomen des Bedienfeld-Shutters benötigt.

** Das Adapterkabel ist nur in Verbindung mit dem ‚Kabel IDKG Manip.-
schutz (SE Reserve 2)’ erforderlich.

*** Nur bei einem ProCash 2000(xe) Gerät.

Werkzeug

Für die Umrüstung wird folgendes Werkzeug benötigt:

− Schraubendreher Torx 7 und Torx 10

− Schraubendreher

− Kreuzschlitz-Schraubendreher

− Kombizange
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Montagereihenfolge

− Bedienfeld-Shutter IDKG ausbauen

− IDKG-Blende austauschen

− Blende IDKG (Mundstück) und Bedienfeld-Shutter IDKG einbauen

− Kabelverbindung herstellen

− Steckverbindung am Sicherheitstrennschalter (nur ProCash 2000 bzw.
ProCash 2100) bzw. Sonderelektronik herstellen

Bedienfeld-Shutter IDKG ausbauen

• Schalten Sie das Gerät aus (siehe systemspezifische Bedienungs-
anleitung, Kapitel „Grundlegende Bedienung“).

• Ziehen Sie das Bedienfeld heraus (siehe systemspezifische Bedienungs-
anleitung, Kapitel „Grundlegende Bedienung“).

Entfernen Sie die Schrauben (1) bis
(4) am Bedienfeld-Shutter IDKG.

Entnehmen Sie den Bedienfeld-
Shutter IDKG.

i Die beim Ausbau der Komponenten entfernten Schrauben werden für
den Einbau der Komponenten wieder benötigt.
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IDKG-Blende und Shutter austauschen

Entfernen Sie die Schrauben (1) und
(2) auf der rechten Seite ...

... und die Schrauben (3) und (4) auf
der linken Seite des Bedienfeld-
Shutters IDKG.

Entnehmen Sie die IDKG-Blende mit
dem Shutter-Führungsblech (1) nach
oben.

i Achten Sie auf die Feder, die
sich unter der Wippe (2) be-
findet.
Die Feder wird bei der Montage
des neuen Shutters wieder
benötigt.
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Entfernen Sie die Schrauben (1) bis
(4) am Shutter-Führungsblech.

Trennen Sie vom Shutter-Führungs-
blech (1) die alte Shutter-Dichtung (2)
und die alte IDKG-Blende (3).

i Die alte Shutter-Dichtung (2)
und die alte IDKG-Blende (3)
werden nicht mehr benötigt.

Lösen Sie am Shutter-Führungsblech
die Sicherungsringe (1) bis (4).
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Entnehmen Sie vom Shutter-
Führungsblech (1) den vorhandenen
Shutter (2).

Montieren Sie den neuen Shutter (1)
auf dem Shutter-Führungsblech (2).

Befestigen Sie den neuen Shutter mit
den zuvor entnommenen Sicherungs-
ringen (1) bis (4).
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Entfernen Sie am Bedienfeld-Shutter
(1) die Sicherungsringe (2) und (3).

Ziehen Sie die Achse (1) aus dem
Bedienfeld-Shutter heraus und ziehen
Sie die Wippe (2) von der Achse ab.

Setzen Sie die Achse (1) wieder in
den Bedienfeld-Shutter ein.
Befestigen Sie die zuvor entnomme-
nen Sicherungsringe (2) und (3)
wieder an der Achse.
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Montieren Sie die neue IDKG-Blende
(1) am Bedienfeld-Shutter (2).

Bauen Sie die neue IDKG-Blende so
in den Bedienfeld-Shutter ein, dass
sich der Schlitz mit den vier Bohr-
löchern (1) oben befindet.
Befestigen Sie die IDKG-Blende auf
der rechten Seite mit den Schrauben
(2) und (3) und ...

... auf der linken Seite mit den
Schrauben (4) und (5).
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Vorbauschutz IDKG und Bedienfeld-Shutter
IDKG einbauen

Setzen Sie den Vorbauschutz IDKG
(1) vorne in den Karteneingabeschlitz
ein.

Setzen Sie nun den Bedienfeld-
Shutter IDKG so ein, dass sich das
Flachbandkabel des Vorbauschutzes
(1) hinter der IDKG-Blende (2)
befindet.
Befestigen Sie den Bedienfeld-Shutter
mit den beiliegenden Senkschrauben
(3) bis (6) an dem Vorbauschutz IDKG.

i Achten Sie darauf, dass die
Schraubenköpfe ganz hinein-
gedreht werden und nicht über-
stehen.

i Achten Sie beim Anschrauben
darauf, dass das Flachband-
kabel des Vorbauschutzes in der
Nut der IDKG-Blende liegt
(siehe Pfeile).
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Setzen Sie nun die neue Schutzfolie
(1) und das zuvor montierte Shutter-
Führungsblech (2) ein.

Befestigen Sie die Schutzfolie und
das Shutter-Führungsblech mit den
Schrauben (1) bis (4).

Setzen Sie die Feder (1) in die
Federhalterung (Stift) unter der
Shutter-Wippe (2) ein.
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Rasten Sie die Shutter-Wippe (1) in
die Achse (2) des Bedienfeld-Shutters
ein.

Setzen Sie den schwarzen Stecker
des Kabels ‚IDKG-Manipulations-
schutz’ mit der Nase (1) in die Öffnung
(2) der Steckerbrücke ein, bis der
Stecker einrastet.

Befestigen Sie das Kabel mit einem
Kabelbinder (1) an der Steckerbrücke.
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Montage Traversenträger

i Der Traversenträger wird nur bei Geräten mit außenliegenden
Anschraubdomen des Bedienfeld-Shutters benötigt.

Bei diesen Geräten muss mittels der Anschraubung des Traversen-
trägers die Anschraubmöglichkeit für die Steckerbrücke realisiert
werden.

Montieren Sie den Traversenträger (1)
mit den Schrauben (2) und (3).

Drücken Sie dabei den Traversen-
träger (1) bis auf Anschlag nach unten.

Montage Steckerbrücke

Montieren Sie die Steckerbrücke (1)
mit den beiden Schrauben (2) am
Bedienfeld-Shutter bzw. auf den
Traversenträger.
Verbinden Sie das Flachbandkabel (3)
mit dem schwarzen Stecker des
Kabels ‚IDKG-Manipulationsschutz’.
Verlegen Sie das Kabel ‚IDKG-
Manipulationsschutz’ (4) nach rechts.

i Richten Sie die Steckerbrücke in den Langlöchern so aus, dass das
Flachbandkabel gerade zum Stecker verläuft und einwandfrei kontak-
tiert ist. Drehen Sie die beiden Schrauben (2) fest an.
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Kabelverbindung herstellen

Je nach bestellter Konfiguration muss das ‚Kabel IDKG-Manip.-schutz (AZM-
NG)’ bis zum Sicherheitstrennschalter, das ‚Kabel IDKG Manip.-schutz (CMD-
V4)’ bis zum CMD-V4 und zum Tresortür-Magnetschalter bzw. das ‚Kabel
IDKG Manip.-schutz (SE Reserve 2)’ bis zur Sonderelektronik verlegt werden.

Kabelverlegung im ProCash 2000(xe)

Verlegen Sie das ‚Kabel IDKG-
Manipulationsschutz’ (1) nach rechts,
entlang des vorhandenen Kabel-
strangs (siehe Pfeile), bis in die
Kabelkette (2).

• Je nach bestellter Konfiguration folgen Sie den Anweisungen im Abschnitt
„Kabelführung zum Sicherheitstrennschalter“ bzw. „Kabelführung zur
Sonderelektronik“.

Kabelführung zum Sicherheitstrennschalter

Führen Sie das Kabel durch die Kabel-
kette (1) entlang des vorhandenen
Kabelstrangs zu der Kabelzuführungs-
öffnung (2) in den Tresor (siehe Pfeil).



IDKG-Vorbauschutz

01750078732 E IDKG-Vorbauschutz - ProCash 2000(xe) / 2100(xe) 17

• Öffnen Sie die Tresortür (siehe systemspezifische Bedienungsanleitung,
Kapitel „Grundlegende Bedienung“).

• Ziehen Sie das Auszahlmodul bzw. den CMD-V4 bis zum Anschlag aus
dem Tresor heraus (siehe systemspezifische Bedienungsanleitung, Kapitel
„Grundlegende Bedienung“).

ProCash 2000

Führen Sie das aus dem Kopfteil des
Gerätes kommende Kabel durch die
Kabelführung (1) und alle weiteren
Kabelführungen bis in den unteren Teil
des Tresors.

Legen Sie das Kabel in die Kabelkette
(1) des Auszahlmoduls ein.

• Verbinden Sie das ‚Kabel IDKG-Manipulationsschutz’ mit dem Sicherheits-
trennschalter des Auszahlmoduls (siehe Abschnitt „Steckverbindung am
Sicherheitstrennschalter herstellen“).
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ProCash 2000xe Frontload

Tauschen Sie im Tresor den
Magnetschalter (1) gegen den am
‚Kabel IDKG Manip.-schutz (CMD-V4)’
aus.
Führen Sie das aus dem Kopfteil des
Gerätes kommende Kabel durch die
Kabelführung (2) ...

… und (3) entlang des vorhandenen
Kabelstrangs bis zum Eingang der
Kabelkette (4) des CMD-V4s.
Legen Sie das ‚Kabel IDKG Manip.-
schutz (CMD-V4)’ in die Kabelkette
des CMD-V4s ein.
Verschließen Sie die Kabelkette noch
nicht!

Tauschen Sie am Ende der Kabelkette
den Sicherheitstrennschalter (1) mit
den entsprechenden Stecker (2) auf
dem CMD-Controller aus.
Entfernen Sie den alten Sicher-
heitstrennschalter mit dem dazu-
gehörigen Kabel aus der Kabelkette
und verschließen diese anschließend.

• Verlegen Sie die überschüssige Kabellänge innerhalb des Kabelstranges.
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ProCash 2000xe Rearload

Führen Sie das aus dem Kopfteil des
Gerätes kommende Kabel durch die
Kabelführungen (1).
Tauschen Sie im Tresor den
Magnetschalter (2) gegen den am
‚Kabel IDKG Manip.-schutz (CMD-V4)’
aus.
Führen Sie das ‚Kabel IDKG Manip.-
schutz (CMD-V4)’ durch die
Kabelführungen (3) entlang des
vorhandenen Kabelstrangs bis zum
Eingang der Kabelkette (4) des CMD-
V4s.
Legen Sie das ‚Kabel IDKG Manip.-
schutz (CMD-V4)’ in die Kabelkette
des CMD-V4s ein.
Verschließen Sie die Kabelkette noch
nicht!

Tauschen Sie am Ende der Kabelkette
den Sicherheitstrennschalter (1) mit
den entsprechenden Stecker (2) auf
dem CMD-Controller aus. Entfernen
Sie den alten Sicherheitstrennschalter
mit dem dazugehörigen Kabel aus der
Kabelkette und verschließen diese
anschließend.

• Verlegen Sie die überschüssige Kabellänge innerhalb des Kabelstranges.
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Kabelführung zur Sonderelektronik

Führen Sie das aus der Kabelkette
kommende Kabel (1) entlang dem
Kabelstrang an der Seitenwand nach
oben (siehe Pfeile) bis zur Sonder-
elektronik (2) und befestigen Sie es
mit Kabelbindern.

• Verbinden Sie das ‚Kabel IDKG Manip.-schutz (SE Reserve 2)’ mit der
Sonderelektronik (siehe Abschnitt „Steckverbindung an der Sonder-
elektronik herstellen“).
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Kabelverlegung im ProCash 2100(xe)

Verlegen Sie das ‚Kabel IDKG-
Manipulationsschutz’ (1) nach oben,
entlang des vorhandenen
Kabelstrangs und ziehen Sie das
Kabel vollständig in die Kabelkette (2)
ein ...

... und weiter durch die Kabelkette (1)
bis zur der Öffnung der Traverse am
Deckel der Bedieneinheit (siehe Pfeil).

Kabel verlegen, wenn Abnahme des Deckels / Seitenwand
möglich

Entfernen Sie die Schraube (1) und …
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… die Schraube (2).

Entfernen Sie an der Innenseite der
Seitenwand die Schrauben (1) bis (3).

Schieben Sie den Gehäusedeckel
etwas nach vorne (1), heben Sie ihn
etwas an (2) und entnehmen Sie ihn.
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Hängen Sie die linke Seitenwand nach
oben aus (siehe Pfeil).

Ziehen Sie das aus der Kabelkette (1)
kommende Signalkabel über die Tra-
verse, an dem Kabelbaum herunter
(siehe Pfeile) und durch die Durch-
führung (2) in das Gerät ein.

• Je nach bestellter Konfiguration folgen Sie den Anweisungen im Abschnitt
„Kabelführung zum Sicherheitstrennschalter“ bzw. „Kabelführung zur
Sonderelektronik“.
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Kabel verlegen, wenn Abnahme des Deckels / Seitenwand
nicht möglich

i Können Sie aus bauseitigen Gründen den Deckel und den Seiten-
behang der Bedieneinheit nicht entfernen, verlegen Sie das Kabel in
der Bedieneinheit wie folgt beschrieben:

Führen Sie das aus der Kabelkette
kommende (1) Signalkabel an dem
hinter der Traverse liegendem Blech
entlang und befestigen Sie es mit
Kabelbindern (siehe Pfeile) an dem
Blech und …

… ziehen Sie das Signalkabel hinter
der oberen seitlichen Teleskopschiene
(1) her …

… weiter nach unten hinter der
unteren Teleskopschiene (2) zur
Sonderelektronik (3).

• Folgen Sie den Anweisungen im Abschnitt „Kabelführung zum
Sicherheitstrennschalter“ bzw. „Kabelführung zur Sonderelektronik“.
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Kabelführung zum Sicherheitstrennschalter

Führen Sie das aus der Durchführung
kommende Kabel ‚IDKG-Manipu-
lationsschutz’ unter der Sonderelek-
tronik hindurch bis zu der Tresor-
öffnung (1).

• Öffnen Sie die Tresortür (siehe systemspezifische Bedienungsanleitung,
Kapitel „Grundlegende Bedienung“).

• Ziehen Sie das Auszahlmodul bzw. den CMD-V4 bis zum Anschlag aus
dem Tresor heraus (siehe systemspezifische Bedienungsanleitung, Kapitel
„Grundlegende Bedienung“).

ProCash 2100

Führen Sie das aus dem Kopfteil des
Gerätes kommende Kabel durch die
Kabelführung (1) und alle weiteren
Kabelführungen bis in den unteren Teil
des Tresors.
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Legen Sie das Kabel in die Kabelkette
(1) des Auszahlmoduls ein.

• Verbinden Sie das Kabel ‚IDKG-Manipulationsschutz’ mit dem Sicherheits-
trennschalter des Auszahlmoduls (siehe Abschnitt „Steckverbindung am
Sicherheitstrennschalter herstellen“).

ProCash 2100xe Frontload

Tauschen Sie im Tresor den Magnet-
schalter (1) gegen den am ‚Kabel
IDKG Manip.-schutz (CMD-V4)’ aus.
Führen Sie das aus dem Kopfteil des
Gerätes kommende Kabel durch die
Kabelführungen (2) entlang des
vorhandenen Kabelstrangs bis zum
Eingang der Kabelkette (3) des
CMD-V4s.
Legen Sie das ‚Kabel IDKG Manip.-
schutz (CMD-V4)’ in die Kabelkette
des CMD-V4s ein.
Verschließen Sie die Kabelkette noch
nicht!
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Tauschen Sie am Ende der Kabelkette
den Sicherheitstrennschalter (1) mit
den entsprechenden Stecker (2) auf
dem CMD-Controller aus. Entfernen
Sie den alten Sicherheitstrennschalter
mit dem dazugehörigen Kabel aus der
Kabelkette und verschließen diese
anschließend.

• Verlegen Sie die überschüssige Kabellänge innerhalb des Kabelstranges.

ProCash 2100xe Rearload

Führen Sie das aus dem Kopfteil des
Gerätes kommende Kabel durch die
Kabelführung (1).

Tauschen Sie im Tresor den Magnet-
schalter (1) gegen den am ‚Kabel
IDKG Manip.-schutz (CMD-V4)’ aus.
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Führen Sie das ‚Kabel IDKG Manip.-
schutz (CMD-V4)’ durch die
Kabelführungen (1) entlang des
vorhandenen Kabelstrangs bis zum
Eingang der Kabelkette (2) des CMD-
V4s.
Legen Sie das ‚Kabel IDKG Manip.-
schutz (CMD-V4)’ in die Kabelkette
des CMD-V4s ein. Verschließen Sie
die Kabelkette noch nicht!

Tauschen Sie am Ende der Kabelkette
den Sicherheitstrennschalter (1) mit
den entsprechenden Stecker (2) auf
dem CMD-Controller aus. Entfernen
Sie den alten Sicherheitstrennschalter
mit dem dazugehörigen Kabel aus der
Kabelkette und verschließen diese
anschließend.

• Verlegen Sie die überschüssige Kabellänge innerhalb des Kabelstranges.

Kabelführung zur Sonderelektronik

Führen Sie das aus der Durchführung
(2) kommende ‚Kabel IDKG Manip.-
schutz (SE Reserve 2)’ zur Sonde-
relektronik (3).

• Verbinden Sie das ‚Kabel IDKG Manip.-schutz (SE Reserve 2)’ mit der
Sonderelektronik (siehe Abschnitt „Steckverbindung an der Sonder-
elektronik herstellen“).
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Steckverbindung herstellen

Steckverbindung am Sicherheitstrennschalter
herstellen (nur ProCash 2000 / 2100)

Bauen Sie den Sicherheitstrennschal-
ter aus.

Drücken Sie dazu die Rastnasen (1)
und (2) am Sicherheitstrennschalter
nach innen und entnehmen Sie den
Sicherheitstrennschalter in Pfeilrich-
tung aus der Halterung.

Führen Sie das neu verlegte Kabel
‚IDKG-Manipulationsschutz’ (1) in
Pfeilrichtung durch die Halterung des
Sicherheitstrennschalters.
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Ziehen Sie die schwarze Litze (1) des
Kabels ‚Trennschalter ZAC-NG’ vom
Sicherheitstrennschalter ab.

Entfernen Sie von dem neu verlegten
Kabel ‚IDKG-Manipulationsschutz’ den
Kabelschutzschuh (1).

Schieben Sie den Kabelschutzschuh
(1) auf die schwarze Litze (2) des
Kabels ‚Trennschalter ZAC-NG’.
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Verbinden Sie die schwarze Litze (1)
vom Kabel ‚Trennschalter ZAC-NG’ mit
der schwarzen Litze (2) des Kabels
‚IDKG- Manipulationsschutz’.

Verbinden Sie die weiße Litze vom
Kabel ‚IDKG-Manipulationsschutz’ (1)
mit dem Sicherheitstrennschalter (2).

Setzen Sie den Sicherheitstrenn-
schalter (1) wieder in Pfeilrichtung in
die Halterung ein.

Ziehen die restlichen Kabellängen
nach und verlegen Sie diese auf dem
Boden des Auszahlmoduls durch die
Kabelführung (2).

• Schieben Sie das Auszahlmodul bis zum Anschlag in den Tresor hinein
(siehe systemspezifische Bedienungsanleitung, Kapitel „Grundlegende
Bedienung“).
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• Schalten Sie das Gerät wieder ein (siehe systemspezifische Bedienungs-
anleitung, Kapitel „Grundlegende Bedienung“).

• Überprüfen Sie die Meldung auf der Statusanzeige des Auszahl-
Controllers.

i Auf der Statusanzeige muss die Meldung 0,0 angezeigt werden
(Auszahlbereit / kein Fehler).
Wenn nicht:
Wird die Statusmeldung 1,2 angezeigt, ist die Reihenschaltung
zwischen dem Manipulationsschutz und dem Sicherheitstrenn-
schalter nicht geschlossen.

Maßnahmen:
Prüfen Sie die Kontaktierung am Stecker ‚Manipulationsschutz’
und am Sicherheitstrennschalter.

• Schließen Sie die Tresortür (siehe systemspezifische Bedienungsanlei-
tung, Kapitel „Grundlegende Bedienung“).

• Montieren Sie die Seitenwand und den Gehäusedeckel der Bedieneinheit,
falls Sie diese zuvor für die Kabelverlegung entfernt haben.

• Schieben Sie das Bedienfeld hinein (siehe systemspezifische Bedienungs-
anleitung, Kapitel „Grundlegende Bedienung“).
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Steckverbindung an der Sonderelektronik
herstellen

Der Anschluss des ‚Kabel IDKG Manip.-schutz (SE Reserve 2)’ hängt von dem
aktuellen Fertigungsstand (FS) am nachzurüstenden Gerät ab.

Zu erkennen ist der Fertigungsstand (FS) daran, ob an der 30-poligen Steck-
verbindung der Sonderelektronik (Interne Ein-/Ausgänge I) ein Stecker
‚Reserve 1’ oder ‚Reserve 1 + ASKIM’ herausgeführt ist.

FS Stecker Reserve 1 /
Reserve 1 + ASKIM

1 nicht vorhanden bis ca. Apr. 2002
2 Stecker ‚Reserve 1’ vorhanden,

(nur Kontakt 2 und 3 belegt)
XE-Systeme bis ca. Sep. 2004 und
NG-Systeme ab ca. Apr. 2002

3 Stecker ‚Reserve 1 + ASKIM’
vorhanden

nur XE-Systeme ab ca. Sep. 2004
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Fertigungsstand 1

ProCash 2000(xe)

Ist keiner der beiden Stecker herausgeführt, muss das ‚Adapterkabel Reserve
1 + ASKIM’ an die Sonderelektronik am Stecker ‚Interne Ein-/Ausgänge I’
angeschlossen werden:

i Ansicht der Kontakte von der Litzenseite!
Die Kontakte 1, 2, 29 und 30 sind auf der Sonderelektronik nicht
vorhanden!

Stecken Sie die einzelnen numme-
rierten Litzen des Adapterkabels
‚Reserve 1 + ASKIM’ in die
zugehörigen Kontakte des 30-poligen
Steckers der Sonderelektronik, bis
diese einrasten.

A
21

29 30

16

27
25

18
20

2224

8

21

• Verbinden Sie das ‚Kabel IDKG Manip.-schutz (SE Reserve 2)’ mit dem
Stecker ‚Reserve 1 + ASKIM’ des Adapterkabels ‚Reserve 1 + ASKIM’.
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ProCash 2100(xe)

Ist keiner der beiden Stecker herausgeführt, muss das ‚Adapterkabel Reserve
1 + ASKIM / SOP’ an die Sonderelektronik am Stecker ‚Interne Ein-/Ausgänge
I’ angeschlossen werden:

Anschluss SOP-Taster / -Schalter
entfernen
Trennen Sie ggf. die Steckverbindung
zum ‚SOP-Taster’.
Ziehen Sie die Litzen des herausge-
führten Steckers ‚SOP-Taster’ wie
folgt beispielhaft an einer beliebigen
Litze beschrieben aus dem 30-poligen
Stecker heraus:
Hebeln Sie mit einem spitzen Gegen-
stand die schwarze Zunge (1) leicht
an. Ziehen Sie gleichzeitig die
zugehörige Litze aus dem Stecker
heraus (siehe Pfeil).

i Ansicht der Kontakte von der Litzenseite!
Die Kontakte 1, 2, 29 und 30 sind auf der Sonderelektronik nicht
vorhanden!

Stecken Sie die einzelnen numme-
rierten Litzen des Adapterkabels
‚Reserve 1 + ASKIM / SOP’ in die
zugehörigen Kontakte des 30-poligen
Steckers der Sonderelektronik, bis
diese einrasten.

A
21

29 30

16

27
25

18
20

2224

8

21

• Verbinden Sie das ‚ Kabel IDKG Manip.-schutz (SE Reserve 2)’ mit dem
Stecker ‚Reserve 1 + ASKIM’ des Adapterkabels ‚Reserve 1 + ASKIM /
SOP’.
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• Verbinden Sie ggf. das Kabel ‚SOP-Taster / -Schalter’ mit dem Stecker
‚SOP’ des Adapterkabels ‚Reserve 1 + ASKIM / SOP’.

Fertigungsstand 2

Anschluss vor der Nachrüstung (ohne Anti-Skimming)

Kabel ‘Reserve 1’ (entnehm-
bares Kartenreject-Fach)

S
o

nd
er

el
ek

tr
on

ik
III

Reserve 1

In
te

rn
e

E
in

-/
A

us
g

än
g

e
I

BA

Zunächst muss die Verbindung ‚Reserve 1’ mit Hilfe der beiden im
Lieferumfang enthaltenen Litzen auf eine 4-polige Verbindung (‚Reserve 1 +
ASKIM’) erweitert werden:

i Ansicht der Kontakte von der Litzenseite!
Die Kontakte 1, 2, 29 und 30 sind auf der Sonderelektronik nicht
vorhanden!

A27 weiss B1 1

B
A

21

29 30

A8 rot B4

8

27

Verbinden Sie den Kontakt 1 vom
Stecker B mit weißer Litze mit dem
Kontakt 27 vom Stecker A.

Verbinden Sie den Kontakt 4 vom
Stecker B mit roter Litze mit dem
Kontakt 8 vom Stecker A.

• Folgen Sie den Anweisungen wie unter Fertigungsstand 3 beschrieben.
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Fertigungsstand 3

Anschluss vor der Nachrüstung (ohne Vorbauschutz)

Kabel ‘Reserve 1’ (entnehm-
bares Kartenreject-Fach)

S
o

nd
er

el
ek

tr
on

ik
III

Reserve 1 + ASKIM

In
te

rn
e
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-/
A
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g
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g

e
I

BA

• Trennen Sie die optionale Steckverbindung ‚Reserve 1 + ASKIM’ – Kabel
‚Reserve 1’.

• Verbinden Sie das ‚ Kabel IDKG Manip.-schutz (SE Reserve 2)’ mit dem
Stecker ‚Reserve 1 + ASKIM’.

• Verbinden Sie das optionale Kabel ‚Reserve 1’ mit dem Stecker ‚Reserve
1’.

Anschluss nach der Nachrüstung (mit Vorbauschutz)

Kabel ‘Reserve 1’ (entnehm-
bares Kartenreject-Fach)

S
on

d
er

el
ek

tr
o

n
ik

III

Reserve 1 + ASKIM

In
te

rn
e

E
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-/
A
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gä
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e

I Kabel IDKG Manip.-schutz (SE Reserve 2)

R
es

e
rv

e
1

• Montieren Sie die Seitenwand und den Gehäusedeckel der Bedieneinheit,
falls Sie diese zuvor für die Kabelverlegung entfernt haben.

• Schieben Sie das Bedienfeld hinein (siehe systemspezifische Bedienungs-
anleitung, Kapitel „Grundlegende Bedienung“).
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• Überprüfen Sie mit Hilfe des Testprogramms KDIAG die Funktion des
Sonderelektronik-Eingangs ‚Reserve 2’.

i Falls der Eingang ‚Reserve 2’ nicht als geschlossen gemeldet
wird:
Maßnahmen:
Überprüfen Sie die Kontaktierung am Stecker ‚Manipulations-
schutz’ im Bedienfeld und an der Sonderelektronik.
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Intrusion Protection Facility for ID
Card Reader
for self-service systems:
ProCash 2000(xe) and ProCash 2100(xe)

D:PC200-AFCRTTU UGK (upgrade kit) Intrusion Protection
Facility for ID Card Reader on ProCash 2000
track up

D:PC200-AFCRTTD UGK Intrusion Protection Facility for ID Card
Reader 2000 track down

D:PC200XE-AFCRTTU UGK Intrusion Protection Facility for ID Card
Reader 2000xe track up

D:PC200XE-AFCRTTD UGK Intrusion Protection Facility for ID Card
Reader 2000 track down

D:PC200-UGAFCRTTUS UGK Intrusion Protection Facility for ID Card
Reader 2000xe track up SE

D:PC200-UGAFCRTTDS UGK Intrusion Protection Facility for ID Card
Reader 2000xe track down SE

D:PC210-AFCRTTU UGK Intrusion Protection Facility for ID Card
Reader 2100 track up

D:PC210-AFCRTTD UGK Intrusion Protection Facility for ID Card
Reader 2100 track down

D:PC210XE-AFCRTTU UGK Intrusion Protection Facility for ID Card
Reader 2100xe track up

D:PC210XE-AFCRTTD UGK Intrusion Protection Facility for ID Card
Reader 2100xe track down

D:PC210-UGAFCRTTUS UGK Intrusion Protection Facility for ID Card
Reader 2100xe track up SE

D:PC210-UGAFCRTTDS UGK Intrusion Protection Facility for ID Card
Reader 2100xe track down SE
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i These instructions describe how to upgrade the intrusion protection
facility for the ID card reader on ProCash 2000, ProCash 2000xe,
ProCash 2100 and ProCash 2100xe.
The steps that apply to both system versions are combined under the
following designations: ProCash 2000(xe) for ProCash 2000 and
ProCash 2000xe and ProCash 2100(xe) for ProCash 2100 and
ProCash 2100xe.
These mounting instructions only cover hardware integration and cable
installation in the device.
You will find general instructions on how to operate the ProCash
2000(xe) and ProCash 2100(xe) in the operating and service manuals
for these devices.
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Prerequisites for upgrading

Upgrading the intrusion protection facility for the ID card reader on ProCash
2000(xe) and ProCash 2100(xe) does not require any additional preparation.
All components can be retrofitted on the device.

Symbols used in these instructions

− Text following this mark represents an item in a list.

" " Text in quotation marks contains references to other chapters or sections in
this document.

• Paragraphs following this symbol are actions to be performed in the order
in which they are specified.

Text introduced by this symbol should be given special attention in
order to avoid damage and injury.

i This symbol identifies paragraphs which contain general notes to
facilitate use of the device and help avoid operating errors.
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Views of card slot in the customer panel

Card slot prior to mounting the intrusion protection for the ID card reader

Card slot without intrusion protection

Card slot after mounting the intrusion protection for the ID card reader

Card slot with intrusion protection
Track up

Card slot with intrusion protection
Track down
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Delivery package

Item Name Part number Quantity

Product Card 01750015370 1

1 Intrusion protection facility ID card reader
PC 2000 track up or
Intrusion protection facility ID card reader
PC 2100 track up

01750076373

01750078264

1

1

2 Intrusion protection facility ID card reader
PC2000 track down or
Intrusion protection facility ID card reader
PC2100 track down

01750076374

01750078265

1

1

3 ID card reader faceplate 01750069860 1

4 Protective foil (seal) 01750019466 1

5 Shutter 01750076945 1

6 Connector bridge 01750076444 1

7 Crossbar bracket * 01750083059 1
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Item Name Part number Quantity

8 Cable ID card reader tamper protection
(AZM-NG) or
Cable ID card reader tamper protection
(CMD-V4) or
Cable ID card reader tamper protection
(SE reserve 2)

01750075851

01750075857

01750083512

1

1

1

9 Plastite flat-head screw: PE 45 GR; 3; 8 9570308621 4

10 cable adapter reserve 1 + ASKIM ** or
Reserve adapter cable 1 + ASKIM /
SOP**

01750083060***

01750082426

1
1

11 Cable tie max. 22 mm; 4108707637 10

Mounting clip (not shown) 7347500337 5

Mounting instructions (not shown) 01750078732 1

* The crossbar bracket is only required for ProCash 2100 with screw domes
on the outside of the shutter unit.

** The adapter cable is only required in combination with the cable 'ID card
reader tamper protection (SE reserve 2)’.

*** Only for ProCash 2000(xe) devices

Tools

The following tools are required for the upgrade:

− Screwdriver Torx 7 and Torx 10

− Screwdriver

− Phillips screwdriver

− Universal pliers
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Mounting sequence

− Remove the shutter unit of the ID card reader.

− Replace the ID card reader faceplate.

− Mount the intrusion protection facility and the shutter unit for the ID card
reader

− Connect the cable.

− Connect the cable to the safety switch (only ProCash 2000 or ProCash
2100) or the special electronics module.

Removing the shutter unit of the ID card
reader

• Switch off the device (see chapter "Basic Operation" in the operating
manual for the device).

• Pull out the customer panel (see chapter "Basic Operation" in the operating
manual for the device).

Remove screws (1) to (4) on the
shutter unit of the ID card reader.

Remove the shutter unit of the ID card
reader.

i The screws that you removed while disassembling the components
will be needed for installing the components.
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Replacing the ID card reader faceplate and
shutter

Remove screws (1) and (2) on the
right side ...

... and screws (3) and (4) on the left
side of the shutter unit of the ID card
reader.

Remove the ID card reader faceplate
with the shutter guide plate (1)
upwards.

i Note the spring under the
rocker (2).
The spring is needed again for
mounting the new shutter.
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Remove screws (1) to (4) on the
shutter guide plate.

Remove the old seal (2) and the old
IDCU faceplate (3) from the shutter
guide plate (1).

i The old seal (2) and the old
IDCU faceplate (3) are no longer
needed.

Loosen the circlips (1) to (4) on the
shutter guide plate.
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Remove the shutter (2) from the
shutter guide plate (1).

Mount the new shutter (1) on the
shutter guide plate (2).

Secure the new shutter with the
circlips (1) to (4) previously removed.
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Remove circlips (2) and (3) on the
shutter unit (1).

Pull out the axle (1) from the shutter
unit and pull the rocker (2) off the axle.

Re-insert the axle (1) in the shutter
unit.
Fasten the previously removed circlips
(2) and (3) again on the axle.
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Mount the new IDCU faceplate (1) on
the shutter unit (2).

Mount the new ID card reader
faceplate in the shutter unit in such a
way that the slot with the four holes(1)
is at the top.
Secure the ID card unit faceplate on
the right with screws (2) and (3) and ...

... on the left with screws (4) and (5).
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Mounting the intrusion protection facility
and the shutter unit for the ID card reader

Mount the intrusion protection facility
(1) at the front in the card slot.

Now install the shutter unit of the ID
card reader so that the ribbon cable of
the intrusion protection facility (1) is
located behind the IDCU faceplate (2).
Secure the shutter unit with the
enclosed countersunk screws (3) to (6)
to the intrusion protection facility.

i Make sure that the heads are
screwed right down and do not
protrude above the shutter.

i When tightening the screws
make sure that the ribbon cable
of the intrusion protection is
positioned in the groove of the
mounting plate 'ID card reader
faceplate' (see arrows).
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Now replace the new protective foil (1)
and the previously mounted shutter
guide plate (2).

Secure the protective foil and the
shutter guide plate with screws (1) to
(4).

Place the spring (1) onto the spring
holder (pin) underneath the shutter
rocker (2).
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Latch the rocker (1) onto the axle (2)
of the shutter unit.

Place the lug (1) on the black
connector of the cable 'ID card reader
tamper protection' in opening (2) on
the plug-in bridge until the connector
locks into place.

Secure the cable on the connector
bridge with a cable tie (1).



Intrusion Protection Facility for ID Card Reader

54 Intrusion Protection for ID Card Reader on PC 2000(xe)/2100(xe) 01750078732 E

Mounting the crossbar bracket

i The crossbar bracket is only required for devices with screw domes on
the outside of the shutter unit.

On these devices the crossbar bracket has to be mounted and
fastened with screws so that the plug-in bridge can be attached.

Mount the crossbar bracket (1) using
screws (2) and (3).

Push the crossbar bracket (1) down as
far as possible.

Mounting the plug-in bridge

Mount the connector bridge (1) on the
shutter unit or on the crossbar bracket
with two screws (2).
Attach ribbon cable (3) to the black
connector of the cable 'ID card reader
tamper protection'.
Lay the cable 'ID card reader tamper
protection' (4) to the right.

i Align the connector bridge in the longitudinal holes so that the ribbon
cable runs straight to the connector and makes optimum contact.
Tighten both screws (2).
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Connecting the cable

Depending on the configuration ordered the cable 'ID card reader tamper
protection (AZM-NG)' must be laid up to the safety switch, the cable 'ID card
reader tamper protection (CMD-V4)' must be laid up to the CMD-V4 and to the
safe door magnet switch or the cable 'ID card reader tamper protection (SE
reserve 2)' must be laid up to the special electronics.

Routing the cable in the ProCash 2000(xe)

Lay the cable 'ID card reader tamper
protection' (1) to the right, along the
cable harness (see arrows) into the
cable chain (2).

• Depending on the configuration ordered, please follow the instructions in
the section "Routing the cable to the safety switch" or "Routing the cable to
the special electronics".

Routing the cable to the safety switch

Route the cable through the cable
chain (1) along the existing cable
harness to the cable entry point (2) in
the safe (see arrow).
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• Open the safe door (see chapter "Basic Operation" in the operating manual
for the device).

• Pull the cash-out module or the CMD-V4 as far as possible out of the safe
(see chapter "Basic Operation" in the operating manual for the device).

ProCash 2000

Route the cable that leads from the
upper chassis through the cable guide
(1) and all other cable guides to the
lower part of the safe.

Mount the cable in the cable chain (1)
of the cash-out module.

• Connect the cable 'ID card reader tamper protection' to the safety switch of
the cash-out module (see section "Connecting the cable to the safety
switch").
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ProCash 2000xe Frontload

In the safe, replace the magnetic
switch (1) with the one on the 'cable ID
card reader tamper protection (CMD-
V4)'.
Route the cable that emerges from the
top part of the device through the
cable guide (2) ...

… and (3) along the cable harness up
to the entry of cable chain (4) of the
CMD-V4.
Mount the 'cable ID card reader
tamper protection (CMD-V4)' in the
cable chain of the CMD-V4.
Do not close the cable chain yet!

Replace the safety switch (1) at the
end of the cable chain with the
relevant connector (2) on the CMD
controller.
Remove the old safety switch with its
cable from the cable chain and then
close the chain again.

• Lay the excess cable inside the cable harness.



Intrusion Protection Facility for ID Card Reader

58 Intrusion Protection for ID Card Reader on PC 2000(xe)/2100(xe) 01750078732 E

ProCash 2000xe Rearload

Route the cable that emerges from the
top part of the device through the
cable guide (1).
In the safe, replace the magnetic
switch (2) with the one on the 'cable ID
card reader tamper protection (CMD-
V4)'.
Take the 'cable ID card reader tamper
protection (CMD-V4)' through the
cable guides (3) along the cable
harness up to the entrance of the
cable chain (4) of the CMD-V4.
Mount the 'cable ID card reader
tamper protection (CMD-V4)' in the
cable chain of the CMD-V4.
Do not close the cable chain yet!

Replace the safety switch (1) at the
end of the cable chain with the
relevant connector (2) on the CMD
controller. Remove the old safety
switch with its cable from the cable
chain and then close the chain again.

• Lay the excess cable inside the cable harness.
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Routing the cable to the special electronics

Feed the cable (1) from the cutout
along the cable harness and the side
panel upwards (see arrows) to the
special electronics (2) and attach it
with cable ties.

• Connect the cable 'cable ID card reader tamper protection (SE reserve 2)'
to the special electronics (see section "Connecting the cable to the special
electronics module").
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Routing the cable in the ProCash 2100(xe)

Lay the 'cable ID card reader tamper
protection' (1) upwards, along the
cable harness and pull it completely
into the cable chain (2) ...

... continuing through cable chain (1)
up to the opening of the crossbar on
the cover of the operating unit (see
arrow).

Installing the cable if cover / side panel can be removed

Unscrew and remove the screw (1)
and …
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… the screw (2).

Unscrew and remove the screws (1),
(2) and (3) on the inside of the side
panel.

Push the housing cover a little to the
front (1), raise it a little (2) and remove
it.
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Detach the left side panel in an
upward direction (see arrow).

Pull the signal cable from the cable
chain (1) via the cable channel, down
along the cable harness (observe
arrows) and through the duct (2) to the
device.

• Depending on the configuration ordered, please follow the instructions in
the section "Routing the cable to the safety switch" or "Routing the cable to
the special electronics".
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Installing the cable if cover / side panel cannot be
removed

i If you are unable to remove the cover and side panel of the operating
unit for structural reasons, lay the cable in the operating unit as
described below:

Feed the signal cable from the cable
chain along the plate behind the cable
channel and attach it with the cable
ties (see arrows) to the plate and …

… pull the signal cable behind the
upper lateral telescopic runner (1) …

… and then further downwards behind
the lower telescopic runner (2) to the
special electronics module (3).

• Please follow the instructions in the section "Routing the cable to the safety
switch" or "Routing the cable to the special electronics".
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Routing the cable to the safety switch

Route the cable 'ID card reader
tamper protection' that emerges from
the duct along below the special
electronics to the opening in the safe
(1).

• Open the safe door (see chapter "Basic Operation" in the operating manual
for the device).

• Pull the cash-out module or the CMD-V4 as far as possible out of the safe
(see chapter "Basic Operation" in the operating manual for the device).

ProCash 2100

Route the cable that leads from the
upper chassis through the cable guide
(1) and all other cable guides to the
lower part of the safe.
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Mount the cable in the cable chain (1)
of the cash-out module.

• Connect the cable 'ID card reader tamper protection' to the safety switch of
the cash-out module (see section "Connecting the cable to the safety
switch").

ProCash 2100xe Frontload

In the safe, replace the magnetic
switch (1) with the one on the 'cable ID
card reader tamper protection (CMD-
V4)'.
Take the cable emerging from the top
part of the device through the cable
guides (2) along the cable harness up
to the entrance of the cable chain (3).

Mount the 'cable ID card reader
tamper protection (CMD-V4)' in the
cable chain of the CMD-V4.
Do not close the cable chain yet!
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Replace the safety switch (1) at the
end of the cable chain with the
relevant connector (2) on the CMD
controller. Remove the old safety
switch with its cable from the cable
chain and then close the chain again.

• Lay the excess cable inside the cable harness.

ProCash 2100xe Rearload

Route the cable that emerges from the
top part of the device through the
cable guide.

In the safe, replace the magnetic
switch (1) with the one on the 'cable
ID card reader tamper protection
(CMD-V4)'.
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Take the 'cable ID card reader tamper
protection (CMD-V4)' through the
cable guides (1) along the cable
harness up to the entrance of the
cable chain (2) of the CMD-V4.
Mount the 'cable ID card reader
tamper protection (CMD-V4)' in the
cable chain of the CMD-V4. Do not
close the cable chain yet!

Replace the safety switch (1) at the
end of the cable chain with the
relevant connector (2) on the CMD
controller. Remove the old safety
switch with its cable from the cable
chain and then close the chain again.

• Lay the excess cable inside the cable harness.

Routing the cable to the special electronics

Route the 'cable ID card reader
tamper protection (SE Reserve 2)' that
emerges from the duct (2) to the
special electronics (3).

• Connect the cable 'cable ID card reader tamper protection (SE reserve 2)'
to the special electronics (see section "Connecting the cable to the special
electronics module").
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Connecting the cable

Connect the cable to the safety switch (only
ProCash 2000 / ProCash 2100)

Remove the safety switch.

To do this, press tabs (1) and (2) on
the safety switch inwards and remove
the safety switch from its mounting in
the direction shown by the arrow.

Lay the new cable 'ID card reader
tamper protection' (1) through the
mounting for the safety switch in the
direction shown by the arrow.
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Disconnect the black wire (1) in the
cable 'Safety switch ZAC-NG' from the
safety switch.

Remove the cable protection clip (1)
from the new cable 'ID card reader
tamper protection'.

Push the cable protection clip (1) onto
the black wire (2) of the cable 'Safety
switch ZAC-NG'.
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Connect the black wire (1) in the cable
'Safety switch ZAC-NG' to the black
wire (2) in the cable 'ID card reader
tamper protection'.

Connect the white wire in the cable 'ID
card reader tamper protection' (1) to
the safety switch (2).

Replace the safety switch (1) in its
mounting in the direction shown by the
arrow.

Adjust the remaining lengths of cable
and route them through the cable
guide on the base of the cash-out
module (2).

• Push the cash-out module as far as possible in the safe (see chapter
"Basic Operation" in the operating manual for the device).
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• Switch the device on again (see operating manual for the device, chapter
"Basic Operation").

• Check the message on the status display of the cash-out controller.

i The message 0,0 must appear on the status display
(ready to dispense / no error).
If not:
If status message 1,2 is displayed, the serial connection between
the tamper protection facility and the safety switch is faulty.

Remedy:
Check the contacts on the 'tamper protection' connector and the
safety switch.

• Close the safe door (see chapter "Basic Operation" in the operating manual
for the device).

• Reinstall the side panel and the housing cover of the operating unit if you
had removed them earlier for routing the cable.

• Push the customer panel back in (see chapter "Basic Operation" in the
operating manual for the device).
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Connecting the cable to the special electronics
module

The connector of the cable 'ID card reader tamper protection (SE reserve 2)'
depends on the current production version of the device.

The production status (PS) can be identified depending on whether a
connector 'reserve 1' or 'reserve 1 + ASKIM' is lead through the 30-pin plug
connection of the special electronics module (internal in/outputs I).

PS Connector reserve 1 /
reserve 1 + ASKIM

1 Not available until approx. April 2002
2 Connector 'reserve 1' available,

(only pins 2 and 3 occupied)
XE systems until approx.
September 2004 and
NG systems starting approx. April
2002

3 Connector 'reserve 1 + ASKIM'
available

only XE systems starting approx.
September 2004
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Production status 1

ProCash 2000(xe)

If neither of the two cables is lead through, the adapter cable 'reserve 1 +
ASKIM' has to be connected to the special electronics module at the plug
'internal in/outputs I':

i View of the contacts from the litz wire side!
Contacts 1, 2, 29 and 30 are not available on the special electronics
module!

Plug the individually numbered litz
wires of the adapter cable 'reserve 1 +
ASKIM' into the respective contact of
the 30-pin plug of the special
electronics module until they lock into
position.

A
21

29 30

16

27
25

18
20

2224

8

21

• Connect the cable 'ID card reader tamper protection (SE reserve 2)' to
connector 'reserve 1 + ASKIM' of the adapter cable 'reserve 1 + ASKIM'.
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ProCash 2100(xe)

If neither of the two cables is lead through, the adapter cable 'reserve 1 +
ASKIM / SOP' has to be connected to the special electronics module at the
plug 'internal in/outputs I':

Disconnecting the SOP button /
switch
If necessary, disconnect the plug
connection to the 'SOP button'.
Pull out the litz wires of the lead
through plug 'SOP button' as
described in the example of a litz wire
from the 30-pin plug below.
Slightly lift the black tongue (1) using
a sharp instrument. Simultaneously
remove the respective litz wire from
the plug (see arrow).

i View of the contacts from the litz wire side!
Contacts 1, 2, 29 and 30 are not available on the special electronics
module!

Plug the individually numbered litz
wires of the adapter cable 'reserve 1 +
ASKIM / SOP' into the respective
contact of the 30-pin plug of the
special electronics module until they
lock into position.
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• Connect the cable 'ID card reader tamper protection (SE reserve 2)' to
connector 'reserve 1 + ASKIM' of the adapter cable 'reserve 1 + ASKIM /
SOP'.

• If necessary, connect the cable 'SOP button / switch' to connector 'SOP' of
the adapter cable 'reserve 1 + ASKIM / SOP'.
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Production status 2

Connection before the retrofitting (without anti-skimming)

Cable 'Reserve 1' (removable
card reject tray)
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Reserve 1

At first, the connection 'reserve 1' has to be extended to a 4-pin connection
('reserve 1 + ASKIM') with the help of the two litz wires included in the delivery
package:

i View of the contacts from the litz wire side!
Contacts 1, 2, 29 and 30 are not available on the special electronics
module!

A27 white B1 1

B
A

21

29 30

A8 red B4

8

27

Connect contact 1 of connector B with
the white litz wire to contact 27 of
connector A.

Connect contact 4 of connector B with
the red litz wire to contact 8 of
connector A.

• Follow the instructions as described in production status 3.



Intrusion Protection Facility for ID Card Reader

76 Intrusion Protection for ID Card Reader on PC 2000(xe)/2100(xe) 01750078732 E

Production status 3

Connection before the retrofitting (without intrusion protection facility)

Cable 'Reserve 1' (removable
card reject tray)
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Reserve 1 + ASKIM

• Disconnect the optional plug connection 'reserve 1 + ASKIM' – cable
'reserve 1'.

• Connect the cable 'ID card reader tamper protection (SE reserve 2)' to
connector 'reserve 1 + ASKIM'.

• Connect the optional cable 'reserve 1' to connector 'reserve 1'.

Connection after the retrofitting (with intrusion protection facility)

Cable 'Reserve 1' (removable card reject tray)
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Reserve 1 + ASKIM Cable 'ID card reader tamper protection (SE reserve 2)'
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• Reinstall the side panel and the housing cover of the operating unit if you
had removed them earlier for routing the cable.

• Push the customer panel back in (see the operating manual for the device,
chapter "Basic Operation").
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• Test the function of the special electronics input 'reserve 2' using the test
program KDIAG.

i If the input 'reserve 2' is not reported closed:
Remedy:
Check the contacts on the connector 'tamper protection' in the
customer panel and on the special electronics module.
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Notizen / Notes
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